10 CSR 10-5.420 Control of Equipment Leaks
from Synthetic Organic Chemical and
Polymer Manufacturing Plants

(1) Definitions.

(A) A component shall be considered in gas VOC service if
it contacts a process fluid containing ten percent (10% or
greater VOC by weight that is in a gaseous state at operating
condi ti ons.

(B) A conponent shall be considered in light liquid VOC
service if it contacts a process fluid containing ten percent
(10% or greater light liquid VOC by weight.

(O Alight liquid VOCis defined as a fluid VOC with a
vapor pressure greater than 0.3 kPa at 20°C.

(D) Definitions of certain terns specified in this rule may
be found in 10 CSR 10-6. 020.

(2) Applicability.

(A) This rule shall apply throughout St. Louis Gty and
Jefferson, St. Charles, Franklin and St. Louis Counti es.

(B) This rule applies to all source operations with the
potential of processing at |east nine hundred eighty (980) tons
per year of light liquid and gaseous VOC and produci ng as
internediate or final products any of those chemcals listed in
10 CSR 10-6.070 (CFR Part 60, Subpart W).

(3) Ceneral Provisions.

(A) Leaking conmponents shall be repaired within fifteen
(15) days of the date the | eak was detected. A source shall be
considered leaking if nonitoring results in an instrunment reading
of ten thousand parts per mllion by volunme (10,000 ppnv) or
greater at a distance no nore than five (5) centineters fromthe
source or if visual inspection indicates |eaks. Repair shall be
consi dered as reduction of the measured VOC concentration bel ow
ten thousand parts per mllion by volune (10,000 ppnv) at a
di stance of no nore than five (5) centineters fromthe source.
Leaki ng conponents whi ch cannot be repaired wi thout a unit
shut down shall be repaired at the next schedul ed shutdown or
within ninety (90) days of the date the | eak was detected,
whi chever cones first.
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(B) The detection instrunent and the nonitoring nethod
enpl oyed shall be in accordance with 10 CSR 10-6.070, (CFR, Part
60, Appendi x A, Method 21).

(© Punps with double nechanical seals including a barrier
fluid systemshall be exenpt fromthe requirenments of subsection

(3)(F) 11>

1. Operated with the barrier fluid at a pressure greater
than the punp stuffing box pressure; or

2. Equi pped with a barrier fluid degassing reservoir that
is connected by a closed vent systemto a control device; or

3. Equi pped with a systemthat purges the barrier fluid
into a process streamwth zero (VOC) em ssions to the
at nosphere.

(D) Safety/relief valves equipped in series with a rupture
di sk and a spring return valve, or any pressure relief device
that is equipped with a closed vent system capabl e of capturing
and transporting | eakage to a control device shall be exenpt from
the requirenents of subsections (3)(E) through (J).

(E) Open-ended valves or lines shall be equipped with a
cap, plug or second valve to seal the open end except during
operations requiring process fluid flow through the open-ended
val ve or line, during maintenance procedures or to ensure safe
oper ati ons.

(F) Quarterly nmonitoring shall be required for the
foll ow ng conponents in VOC servi ce:

1. Punps in light liquid VOC service; and

2. Conpressors in gas VOC servi ce.

(G Valves in VOC service not externally regul ated or that
are difficult or unsafe to nonitor shall be nonitored annually
during April and repaired if | eaking.

(H Al valves in VOC service shall be performance tested

annual Iy during April. Performance testing shall consist of
monitoring all valves in VOC service and repairing any that are
| eaking. If nmore than two percent (2% of the val ves nonitored

in any process unit are leaking, all valves in VOC service in
that process unit except those covered by subsection (3)(E) shal
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be nonitored quarterly until |less than two percent (2% are
| eaki ng.

(') Punps in light liquid VOC service shall be visually
i nspected weekly for indications of |eaks.

(J) Safety/relief valves and any other pressure relief
devices in VOC service shall be additionally nonitored after each
pressure relief.

(4) Reporting and Recordkeeping. The owner or operator of a
synthetic organic chem cal or polyner manufacturing plant covered
by this rule shall maintain a listing of the punps, conpressors
and valves in VOC service and identify the VOC contained in each
conponent. The owner or operator shall also nmaintain records of
the results of the nonitoring required in section (3), including
t aggi ng any | eaki ng conponents and actions taken to repair any

| eaks that are discovered. These records shall be kept by the
owner or operator for at least two (2) years and submtted to the
di rector upon request.

(5) Conpliance Date. Owners or operators subject to this rule
shall be in conpliance with the nonitoring, |eak repair and

recor dkeepi ng procedures described in section (3) and (4) of this
rule no later than Cctober 11, 1986.
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EPA Rul eneki ngs
CFR: 40 C.F.R 52.1320(c)(71)(i)(B)

FRM 55 FR 7712 (3/5/90)

PRM 54 FR 43183 (10/23/89)

State Subni ssion: 3/ 30/ 89

State Proposal: 13 MR 1714 (10/17/ 88)

State Final: 14 MR 332 (3/1/89)

APDB Fi | e: MO- 75

Descri ption: The EPA approved revisions to the regul ations which tightened recordkeepi ng

requirements and nade ot her administrative changes
A4444444444444444444444404444440444444044444444444404444448444444444444444444444444444444444444444
CFR: 40 C.F.R 52.1320(c)(62) (i)

FRM 53 FR 12417 (4/14/88)

PRM None

State Subni ssion: 11/ 19/ 86

State Proposal: 11 MR 774 (4/ 15/ 86)

State Final: 11 MR 2146 (9/16/ 86)

APDB Fi l e: MO- 69

Descri ption: The EPA approved a new rul e which established inspection and nonitoring

requirements for punp, valve and pipe | eaks in SOCM plants
A4444444444444444444444844444444444444444444444444444444444444444444444444444444444444444444444444

Di fference Between the State and EPA- Approved Regul ation

None



